
Parker Hannifin Corporation
Pneumatic Division - Europe

PDE2631TCUK

P3Y Series air preparation system

Popular Combinations

Filter + Regulator + Lubricator Combinations
40 micron element, 12 bar Regulator + Gauge and Wall Mounting Bracket

Filter/Regulator + Lubricator Combinations
40 micron element, 12 bar Regulator + Gauge and Wall Mounting Bracket

 Port size Combined Manual/Semi-Auto Drain Flow dm�/s Weight (kg) Auto Drain Flow dm�/s Weight (kg)

 G�/4 P3YCB16SGCNFLNF 91 �.� P3YCB16SGANFLNF 91 �.�

 G1 P3YCB18SGCNFLNF 174 �.� P3YCB18SGANFLNF 174 �.�

 Port size Combined Manual/Semi-Auto Drain Flow dm�/s Weight (kg) Auto Drain Flow dm�/s Weight (kg)

 G�/4 P3YCA16SGCNFLNF 101 �.8 P3YCA16SGANFLNF 101 �.8

 G1 P3YCA18SGCNFLNF 168 �.8 P3YCA18SGANFLNF 168 �.8

* Flow measured with 10 bar inlet pressure, 6.3 bar set pressure, 1 bar pressure drop.
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Parker Hannifin Corporation
Pneumatic Division - Europe

PDE2631TCUK

P3Y Series air preparation system

Min. 80mm for
filter changing

*  Gauge port 1/4”

Min. 80mm for
filter changing

Options:
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Filter/Regulator + Lub A

Filter + Regulator + Lub B
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